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SUDMO
STROMUNGSMESSUNGEN/FLOW MEASUREMENT

ECKVENTILE A270D/A370D / RIGHT ANGLE VALVES A270D/A370D
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DN 25/0D 1.0”
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DN 50/0D 2.0”
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R A o
Stromungsrichtung/flow direction U -> A 72.9 84.8

Ventil gedffnet/valve open

KV: KV-WERT GEMASS DIN EN 60534-2-3
KV: KV-VALUE ACC. TO DIN EN 60534-2-3

DN 65/0D 2.5”
VENTIL/VALVE

Stromungsrichtung/flow direction A -> U
Ventil geoffnet/valve open

Stromungsrichtung/flow direction U -> A
Ventil geoffnet/valve open

DN 80/0D 3.0
VENTIL/VALVE

Stromungsrichtung/flow direction A -> U
Ventil geoffnet/valve open

Stromungsrichtung/flow direction U -> A
Ventil geoffnet/valve open

DN 100/0D 4.0”

VENTIL/VALVE
Stromungsrichtung/flow direction A -> U
Ventil gedffnet/valve open

Stromungsrichtung/flow direction U -> A
Ventil gedffnet/valve open

KV-WERT/
KV-VALUE

130,0

131,0

KV-WERT/
KV-VALUE

201,0

186,0

KV-WERT/
KV-VALUE

290,0

288,0

CV-WERT/
CV-VALUE

151,3

152,5

CV-WERT/
CV-VALUE

233,9

216,5

CV-WERT/
CV-VALUE

375

335,2
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